
















































































LUXEON K2  Datasheet DS51 (6/08) 41

LUXEON K2 Warm�White Bin Structure, Continued

Warm�White LUXEON K2 Emitters are tested and binned by x,y coordinates.   
16 Color Bins, CCT Range 3,500K to 2,670K

Table 13.

WWaarrmm��WWhhiittee  BBiinn  SSttrruuccttuurree

TTyyppiiccaall  CCCCTT TTyyppiiccaall  CCCCTT
BBiinn  CCooddee XX YY ((KK)) BBiinn  CCooddee XX YY ((KK))

0.420940 0.432618 0.453820 0.445980
QM 0.438458 0.440399 3375 NM 0.470507 0.450832 2950

0.431186 0.423386 0.461404 0.433334
0.414776 0.416097 0.445639 0.428680
0.414776 0.416097 0.445639 0.428680

QN 0.431186 0.423386 3375 NN 0.461404 0.433334 2950
0.423956 0.406472 0.452512 0.416241
0.408593 0.399525 0.437578 0.411632

0.408593 0.399525 0.437578 0.411632
Q0 0.423956 0.406472 3375 N0 0.452512 0.416241 2950

0.416487 0.389001 0.443600 0.399111
0.402113 0.382156 0.429373 0.394281

0.402113 0.382156 0.429373 0.394281
QP 0.416487 0.389001 3375 NP 0.443600 0.399111 2950

0.409996 0.373814 0.435591 0.383714
0.396564 0.367284 0.422124 0.378952

0.438458 0.440399 0.470507 0.450832
PM 0.453820 0.445980 3150 MM 0.486648 0.454191 2760

0.445639 0.428680 0.476733 0.436634
0.431186 0.423386 0.461404 0.433334

0.431186 0.423386 0.461404 0.433334
PN 0.445639 0.428680 3150 MN 0.476733 0.436634 2760

0.437578 0.411632 0.467132 0.419632
0.423956 0.406472 0.452512 0.416241

0.423956 0.406472 0.452512 0.416241
P0 0.437578 0.411632 3150 M0 0.467132 0.419632 2760

0.429373 0.394281 0.457663 0.402866
0.416487 0.389001 0.443600 0.399111

0.416487 0.389001 0.443600 0.399111
PP 0.429373 0.394281 3150 MP 0.457663 0.402866 2760

0.422124 0.378952 0.448994 0.387515
0.409996 0.373814 0.435591 0.383714

Note for Table 13:

1. Philips Lumileds maintains a tester tolerance of ± 0.005 on x, y color coordinates.
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For technical assistance or the
location of your nearest sales
office contact any of the
following:

North America: 
1 888 589 3662 

americas@futurelightingsolutions.com

Europe: 
00 800 443 88 873 

europe@futurelightingsolutions.com

Asia Pacific: 
800 5864 5337

asia@futurelightingsolutions.com

Japan: 
800 5864 5337

japan@futurelightingsolutions.com

Company Information

LUXEON® is developed, manufactured and marketed by 

Philips Lumileds Lighting Company. Philips Lumileds is a world�class

supplier of Light Emitting Diodes (LEDs) producing billions of LEDs

annually. Philips Lumileds is a fully integrated supplier, producing core

LED material in all three base colors (Red, Green, Blue) and White. 

Philips Lumileds has R&D centers in San Jose, California and in 

The Netherlands and production capabilities in San Jose and Penang,

Malaysia. Founded in 1999, Philips Lumileds is the high�flux LED

technology leader and is dedicated to bridging the gap between

solid�state LED technology and the lighting world. Philips Lumileds

technology, LEDs and systems are enabling new applications and

markets in the lighting world.

Philips Lumileds may make process or
materials changes affecting the perform�
ance or other characteristics of our
products. These products supplied after
such changes will continue to meet
published specifications, but may not 
be identical to products supplied as
samples or under prior orders.
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